
FRP Techniques 
How to Remove 993 Front Bumpers 
 

                 
 
 
 
 

                 
 
 
 
 
 

                 
 
 

2 Raise the car up off of the ground and 
remove the screws holding the left and right 
bottom pans to the tab. Remove the pans and 
remove the front wheels.  

3 Remove the driving and marker lights. 
Remove the plastic cover on the front up the 
black plastic bumperettes and remove the 
securing nuts.  

4 Slide the marker lights out.  

5 Unscrew and remove the driving lights. 6 Open the hood and remove the metal thin 
strip that holds the front edge of the bumper 
to the tab.  

1 Loosen the wheel bolts. 



                 
 
 
 
 
 

                 
          
 
 
 
 

                                             
 
 
 
 
 

7 Remove the plastic inner fender wells and 
remove any bolts securing the bumper to the 
fender flange. See fig. 1257.  

8 This is the right side of the bumper to fender 
flange showing the location of 2 fasteners.  
Now slide the bumper cover off. 
Note The metal tabs on the front of the fenders.  

10 Remove the aluminum bumper bar. 

11 Remove the bumper shocks. Reassembly 
 
For reassembly or a street bumper the welting should be added 
to the sides of bumper at the fenders and across the front edge 
by the hood.  

9 The new bumper’s thickness on this portion 
of the flange should be thin enough to slide 
into these fingers.  


